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INTRODUCTION 

The Current Transformer - TC Split Core is an instrument that transforms currents from electrical circuits 

into 4 to 20 mA or 0 to 0.333 VAC signals for communication with other IED's (intelligent Electronic Device) for 

supervision and monitoring. 

The TC Split Core is designed to make it easy to install in both new and existing networks. This is due to the 

fact that the installation does not require the opening of any cables in the transformer's switchgear or control center. 

A conventional CT, on the other hand, requires the interruption of the circuit to pass the cable through the terminals 

of the equipment, making its installation more complex and costly. It meets the levels of demand, supportability and 

reliability of IEC, DIN, IEEE, ABNT standards. 

 

 

TECHNICAL DATA 

 

TC SPLIT CORE 

Output Signal 4 a 20 mA 0 a 0,333Vca 

Measuring range 0 to 10 (ca) 

Maximum error of measurement inputs 0.5% of end-of-scale 

Linearity 0.5% of end-of-scale 

Operating Temperature -40°C to +85°C 

Storage Temperature -50°C to + 60°C 

Plug-in connector 24-12AWG 

 

Table 1 – Technical Data 

DIMENSIONS 

 

 

 

 

 

 

 

 

 

 

Image 1 – Dimensions 
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APPLICATION EXAMPLES  

 

 

 

 

 

Image 2 – Ordering Specification 
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